
Typical Product Specifications & Properties

ethyl 2,5-dimethyl-3-oxo-4(2H)-furyl
carbonate
CAS Number: : 39156-54-2

Specifications Limits

Vapor Pressure 0.002960 mm/Hg @ 25.00 °C

Assay 95.00 to 100.00 %

Boiling Point 284.00 to 285.00 °C. @ 760.00 mm Hg

Flash Point 253.00 °F. TCC

logP (o/w) 1.56

Chemical Structure

https://www.parchem.com/
https://www.parchem.com/quote
https://www.parchem.com/quote
https://www.parchem.com/specialty-chemical-raw-material-quality-control#iso
https://www.parchem.com/specialty-chemical-raw-material-quality-control#usda
https://www.parchem.com/specialty-chemical-raw-material-quality-control#kosher
https://www.parchem.com/specialty-chemical-raw-material-quality-control#dea
https://www.parchem.com/specialty-chemical-raw-material-quality-control#atf
https://www.parchem.com/specialty-chemical-raw-material-quality-control#ttb
https://www.parchem.com/chemical-supplier-distributor/ethyl-2-5-dimethyl-3-oxo-4-2h-furyl-carbonate-009987
https://www.parchem.com/chemical-supplier-distributor/ethyl-2-5-dimethyl-3-oxo-4-2h-furyl-carbonate-009987
https://www.parchem.com/chemical-supplier-distributor/ethyl-2-5-dimethyl-3-oxo-4-2h-furyl-carbonate-009987
https://www.parchem.com/chemical-supplier-distributor/ethyl-2-5-dimethyl-3-oxo-4-2h-furyl-carbonate-009987

