
Typical Product Specifications & Properties

isopinocamphone
CAS Number: 18358-53-7

Specifications Limits

Odor cedar camphoreous

logP (o/w) 2.14

Flash Point 163.00 °F. TCC

Vapor Pressure 0.213000 mm/Hg @ 25.00 °C

Boiling Point 69.00 to 71.00 °C. @ 5.00 mm Hg

Refractive Index 1.47200 to 1.47800 @ 20.00 °C

Pounds/Gallon 8.013 to 8.063

Specific gravity 0.96300 to 0.96900 @ 25.00 °C

Assay 95.00 to 100.00 %

Appearence colorless clear liquid

https://testsite.parchem.com/
https://testsite.parchem.com/chemical-supplier-distributor/isopinocamphone-010284
https://testsite.parchem.com/chemical-supplier-distributor/isopinocamphone-010284
https://testsite.parchem.com/specialty-chemical-raw-material-quality-control#iso
https://testsite.parchem.com/specialty-chemical-raw-material-quality-control#usda
https://testsite.parchem.com/specialty-chemical-raw-material-quality-control#kosher
https://testsite.parchem.com/specialty-chemical-raw-material-quality-control#dea
https://testsite.parchem.com/specialty-chemical-raw-material-quality-control#atf
https://testsite.parchem.com/specialty-chemical-raw-material-quality-control#ttb
https://testsite.parchem.com/chemical-supplier-distributor/isopinocamphone-010284

